








Top Cap ——
Coil(SS 0.4Q) ———

Airflow Control ————

Power Button ————

LED Screen ———

+ Button —l

- Button ——*

Micro USB Port —T

PACKAGE INCLUDES:

* 1 x Vision Box Mod-2600mah

* 1 x Vision tomizer Tank (0.4Q SS Coil Pre-installed)
* 1 x Micro USB Cable

* 1 x Extra coil

1 x Extra Tube

* 1 x Manual

KIT OPERATION GUIDE

* HOW TO FILL E-LIQUID

Step 1: Hold the top cap of the tank, press and
unscrew the top cap.

Step 2:Fill the e-liquid from the two opening holes
of the filling cap.

v
Step 1 Step 2

Attention:

1. Please turn off the airflow slot when filling
e-liquid.

2. Please keep the tank standing for two minutes
after filling e-liquid, make sure the cotton inside
the coil is soaked completely to avoid burning
of the coil.
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3. When filling only use a bottle that has a nozzle
that can fit inside the opening of the tank which
is 9 millimetres wide.

* HOW TO REPLACE COIL

. Step 1:Press and unscrew the top

H cap together with drip tip.

.J.I.L Step 2:Hold the filling cap and glass,
then unscrew them.

Step 3: Unscrew the coil, then replace
anew one.

b
Step 4:Unscrew the parts back one
F ] by one.

Attention: Please screw the coil as tight as possible,
or the coil will comes out together with
the filling cap and glass next time when
you replace coil(See picture below). And
for a brand new product, this situation
may occur, too.
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Solution: If such situation occurs when you try to
replace coil, take the glass tube away
from the filling base, unscrew the coil
from the filling cap, then screw it to the
base as tight as possible. Then put the
glass tube back to the filling cap, screw
them to the base.

< HOW TO VAPE
Atomzier Tank Installation
- Screw the atomizer tank to the battery tightly.

Attention: Please make sure that there is enough
liquid in the atomizer tank before turn on
the battery mod and vape.



Battery Operation Guide
1. Press power button five times in two seconds

to turn on the mod, the LED screen will show
Vapioneer logo. Then screen will display ‘NEW
COIL+, SAME COIL- for each time of connecting
between atomizer tank and battery mod. Press ‘+
button indicates the same atomizer tank, press -’
button indicates another one.

. After that, the screen goes to the main interface
- ‘M1 NORMAL' wattage control mode. Keep
pressing the power button when you vape. Press
‘+’ or ‘-’ button to adjust wattage (5.0W-80.0W).
Press ‘+’ or ‘-’ button and hold can make the
wattage changes more faster.

Attention: If the screen shows ‘CHECK
ATOMIZER' when pressing power button to vape,
please make sure the atomizer tank is connected
to the battery completely, or check if the coil is
connect to the atomizer base completely.

. Press power button three times in two seconds,
the mode selection part will blink, press ‘+’
button to go to the next mode - ‘M2 BYPASS’,
the screen shows Voltage only, the kit become
an un-adjustable mod kit.

-8-

4.

Press power button three times in two seconds
again, the system switches to temperature control
mode, the mode selection part will blink, press
‘+’ or -’ button can select coil type - NI200/TI01/
SS8316, when coil type is selected, press power
button to confirm it. Press ‘+’ or -’ button to adjust
temperature. The temperature control range is
from 100°C to 300°C in Degrees Celsius, press
the ‘+’ or ‘-’ button one short time can add or
reduce 1°C, long press can add or reduce faster.
When degrees Celsius goes up to 300°C and
press ‘+’ button one more time, the temperature
unit goes to degrees Fahrenheit. Degrees
Fahrenheit changes from 200°F to 600°F, one
press adds or reduce 1°F, long press can change
faster. When degrees Fahrenheit goes up to
600°F and press ‘+ button one more time, the
temperature unit goes back to degrees Celsius.

5. The ‘P:00001" on the lower right corner of the

o

screen is the puff time. Press ‘+’ and ‘-’ button at
the same time for three seconds, the puff time
will be reset.

. Press power button five times in two seconds

to turn off the battery mod, there will be a
‘Vapioneer’ logo, too.
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* HOW TO CHARGE BATTERY MOD

There is a micro USB charging jack on Vision
battery mod. Please charge it with the USB cable
in the kit. Charging voltage is 3.0-4.2V; minimum
charging current is 1.0A. The screen will show a
charging indication when battery is under charging.

Attention:

* Use only the provided original USB cable to avoid
damaging the battery.

« First time usage, it should be fully charged to
achieve/maintain a good battery life.

This product is in compliance with the following:
« Electromagnetic Compatibility Directive 2014/30/EU

« Restriction of Hazardous Substances Directive
2011/65/EU

« The Tobacco Products Directive (2014/40/EU)

EEE Recycling:

This product should not be treated as household
waste, instead it should be handed over to the
applicable collection point for the recycling of
electrical and electronic equipment.
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Battery Recycling:

This products battery should not be treated as
household waste, instead it should be handed
over to the applicable used battery collection point
for recycling.

Supplier: Vapioneer Europe LTD

Address: Yujen Park 91, Ap. 10 Sofia, Bulgaria, 1408
The Vapioneer Vision is TPD compliant, any
question about TPD, please contact:

Vaping Legal Ltd

Armstrong House. First Avenue.

DN9 3GA. United Kingdom.

jomo@TPDcompliance.eu
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WWWw.vapioneer.com

Made In China
Copyright © 2017 Vapioneer Europe LTD.
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